
Configuring the "GSM MOTOR AND WEBASTO START BMW" 
module to control from the phone 

 
 

Specs of the GSM module:   
Power supply 9…24 volt DC/2A 
Power consumption Max. 12 volt, 50 mA; average — 25 mA 
SIM card 3 volt SIM cards support 
Cellular frequency 850/900/1800/1900 MHz 
Operating temperature -20…+60 °C   

Indicators:  
 Fast flashing: registration in the cellular network. 

GSM 
Blinks once every two seconds: normal operating mode. 
Off: No SIM card defined or unregistered on the cellular network.  

OUT+ 
LED is on: on. 
LED is off: off!  

 
SMS commands to configure the GSM module:  

1234A002#375291234567# - writes in the phone number 375291234567 (enter in 
international format without the “+” sign at the beginning of the number) in 002 cell. 
(value can be from 002 to 200; 001 - this cell must be empty because some phone 
models (for example, iPhone) may not receive a reply SMS) Position in the list allows you 
to control the device at any time.  
1234A002# - checks which number is in the second position of the list.  
1234AL001#010# - checks the numbers from 001 to 010 in the list.  
1234A001## - deletes the first authorized number in the list. 

 
SMS commands to control the GSM module:  

1234СС  - Turn on the relay. Response message: “WEBASTO ON”  
1234DD - Turn off the relay. Response message: “ WEBASTO OFF”  
1234EE - Request current status. Response message: “relay status; cellular signal 
strength (good signal is 31, if below 14 – the signal is weak)” 

 
 

SIM card installation:  
  You need to install a standard SIM card in the GSM module.  
  It is necessary to turn off the PIN-code on the SIM card 
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GSM module control: 
 
Control by the call from an allowed number: The GSM module changes 
its state with each call. That means that at the first call the relay closes 
and sends you SMS “WEBASTO ON”; at the second call, it opens and 
sends you SMS “WEBASTO OFF”. 
 

If you need to send the “WEBASTO ON” command, then the GSM module 
must be in the “WEBASTO OFF” state and vice versa. The state of the GSM 
module can be found using  1234EE SMS command.  
Warning: After the “WEBASTO OFF” command has been issued, several 
minutes should pass in order for the autonomous heater to set to the desired 
operating mode. And only after that you can submit the “WEBASTO ON” 
command via SMS, application or by a call. 
 



ENGINEERING SETTINGS 
 

SMS commands for initial setup of the GSM module: 
 
1234GOT999# - the relay will be closed until the next call.  
1234GON01#WEBASTO ON # - setting the response SMS for the enabled state. 
1234GOFF01#WEBASTO OFF # - setting the response SMS for the disabled state. 
 
 
Cells (after A command) can take values from 001 to 200.  
1234A002# - checks which number is in the second position of the list.  
1234AL001#010# - checks the numbers from 001 to 010 in the list.  
1234A001## - deletes the first authorized number in the list. 
 
 
 
 
 
 

GSM module reset: 
 
Press and hold RESET button (it is located next to the SIM card holder), next, power 
the module on, after 6 seconds the GSM module will reboot, after that you can 
release the button. During this operation, the password and other settings (except 
for the entered user numbers) will be reset to the defaults. 
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